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Active Ventilation Testing Summary
This summary represents all specimens that have been tested in accordance with ASTM E330-02. The intent of this summary is to report the results as they occurred for the testing methods listed. This document does not represent a final signed and sealed test report. All testing was performed at our Lab August 5th, 2009. The results for each specimen are listed below.
CTLA 1990W

Spec. #1

PV-4-W6 (4” diameter Ventilator with 13” wide x 13” high flange)
ASTM E 330-02 Results

	Miles per Hour (MPH)
	Actual Load (PSF)
	Deflection
	Set

	30
	2.3
	0.000”
	0.000”

	40
	4.10
	0.000”
	0.000”

	50
	6.40
	0.000”
	0.000”

	60
	9.22
	0.005”
	0.005”

	70
	12.54
	0.010”
	0.006”

	80
	16.40
	0.011”
	0.003”

	90
	21.00
	0.016”
	0.004”

	100
	25.60
	0.020”
	0.001”

	110
	31.00
	0.025”
	0.003”

	120
	36.86
	0.035”
	0.003”

	130
	43.25
	0.042”
	0.008”

	140
	50.20
	0.045”
	0.005”

	150
	57.60
	0.057”
	0.005”

	160
	65.50
	0.064”
	0.007”

	170
	74.00
	0.073”
	0.009”

	180
	82.94
	0.086”
	0.008”

	190
	92.42
	0.094”
	0.005”

	200
	102.40
	0.104”
	0.005”

	Note: Measurements were taken center mid-span on top of ventilator.


Spec. # 2


PV-18-W7 (18” diameter Ventilator with 24” wide x 24” high flange) 
ASTM E 330-02 Results
	Miles per Hour (MPH)
	Actual Load (PSF)
	Deflection
	Set

	30
	2.3
	0.008”
	0.004”

	40
	4.10
	0.024”
	0.006”

	50
	6.40
	0.036”
	0.006”

	60
	9.22
	0.089”
	0.006”

	70
	12.54
	0.065”
	0.008”

	80
	16.40
	0.088”
	0.008”

	90
	21.00
	0.105”
	0.007”

	100
	25.60
	0.134”
	0.008”

	110
	31.00
	0.150”
	0.009”

	120
	36.86
	0.170”
	0.008”

	130
	43.25
	0.205”
	0.020”

	140
	50.20
	0.210”
	0.010”

	150
	57.60
	0.235”
	0.020”

	160
	65.50
	0.284”
	0.065”

	170
	74.00
	0.260”
	0.060”

	180
	82.94
	0.263”
	0.032”

	190
	92.42
	0.271”
	0.031”

	200
	102.40
	0.288”
	0.050”

	Note: Measurements were taken center mid-span on top of ventilator.
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